
A

H

G

F

E

D

C

B

1 12111098765432

A2 Issue No Sheet NoData Sheet

Do Not

Scale

0

0 1"

10 20 30mm
Ref for 1:1 ScaleProjectionScale Title

Drawn

Rotork Controls Limited
Bath, England BA1 3JQ.

http://www.rotork.com
mail @ rotork.co.uk
Telefax       01225 -333467
Telephone  01225 -733200

Date

Checked

1 of 1

CVQ2400 WITH MANUAL OVERRIDE -
SPECIFICATION SHEET
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DRIVE BUSH MACHINING LIMITS
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30-JAN-2011

NOTES:

1. DIMENSIONS WITH '*' INDICATE  COVER
    REMOVAL ALLOWANCE

2. THE INTERFACE PROVIDED FOR MOUNTING
    THE ACTUATOR ONTO THE VALVE SHOULD
    CONFORM TO GOOD ENGINEERING
    PRACTICES, ENSURING ADEQUATE
    TOLERANCES, THREAD ENGAGEMENT,
    SCREW TORQUES, SIZES, MATERIALS &
    FORM TOLERANCES.

3. UNIT WEIGHT 24 KG (53 LBS)

4. CENTRE OF GRAVITY DIMENSIONS HAVE A
    TOLERANCE OF  ± 20mm

5. ACTUATOR SHOWN IN CLOSED POSITION.

4 OFF M25 CONDUIT ENTRIES
3/4" NPT (IMPERIAL ALTERNATIVE)

MECHANICAL STOPS

EXTERNAL EARTH STUD

VALVE MOUNTING FACE

IDENTIFICATION PLATE

STATUS INDICATOR &
BLUETOOTH COMMS.

4 HOLES
M10 x 1.5P x 20 DEEP ON 102 PCD ISO5211 F10.
OR 3/8" UNC x 3/4" DEEP ON 4" PCD MSS SP-101.

LOCKING LATCH WITH
O4 HOLE FOR PADLOCK

DRIVE BUSH
RETAINED BY
4 OFF M5 CAPSCREWS
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MANUAL OVER-RIDE ASSEMBLY SHOWN
IN ENGAGED POSITION.
DISENGAGED RETRACTED POSITION
SHOWN BY DASHED LINES.

O7 HOLE FOR
PADLOCK
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MAX STEM DIA.

POSITION INDICATION
WINDOW

TERMINAL HOUSING

RUN / STOP / TEST
SWITCH


