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INITIAL DESIGN

396.9
15.63"

CENTER OF
GRAVITY

VALVE MOUNTING FACE

MAX. RETRACTED POSITION

MAX. EXTENDED POSITION

25.0
0.98"

139.3
5.48"

57.2
2.25"

57.2
2.25"

82.2
3.23"

30.0
1.18"

660.0
25.98"

378.5
14.90"

320.0
12.60"

81.5
3.21"

230.0
9.06"

115.0
4.53"

115.0
4.53"

379.0
14.92"

160.8
6.33"

160.0
6.30"

M20  X 2.5

50.0
1.97"

30.0
1.18"

METRIC M25 X 1.5p
CONDUIT ENTRES
4 PLACES

70.0
2.76"

PILOT

O 210.0
8.27"

HANDWHEEL

MOUNTING HOLES 4 PLACES
M10 X 1.50p ` 18.0
90v APART
F10 MOUNTING

O 102.0
4.02"

O 70.0
2.76"

PILOT

90°

45°

135.0
5.31"

EXTERNAL EARTH

NOTES:
1) ALL DIMENSIONS ARE IN mm WITH CONVERSION FOR (INCHES).

2) THE INTERFACE PROVIDED FOR MOUNTING THE ACTUATOR ON TO THE VALVE SHOULD CONFORM TO GOOD
ENGINEERING PRACTICES, ENSURING ADEQUATE TOLERANCES, THREAD ENGAGEMENT, SCREW TORQUES,
SIZES, MATERIALS & FORM TOLERANCES.

3) DIMENSIONS WITH  "   " INDICATE COVER REMOVAL ALLOWANCE

UNIT WEIGHT -82 lbs (37.0 kg)
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